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Part No.  

Description 

Material of Construction: 

675 1500W all sizes 

Tips for UD Sleeve Sampler 

316 stainless steel 

W= Sample 
Volume 

Diameter 
‘D’ 

Length ‘L’ Part No. Sample 
Volume 

Diameter 
‘D’ 

Length ‘L’ 

01 0.1ml 6mm 54.0mm 13 1.3ml 8mm 33.5mm 
02 0.2ml 6mm 52.5mm 14 1.4ml 8mm 31.5mm 
03 0.3ml 6mm 49.0mm 15 1.5ml 8mm 29.5mm 
04 0.4ml 6mm 45.5mm 16 1.6ml 8mm 21.0mm 
05 0.5ml 6mm 41.5mm 17 1.7ml 8mm 25.5mm 
06 0.6ml 6mm 38.0mm 18 1.8ml 8mm 23.5mm 
07 0.7ml 6mm 34.5mm 19 1.9ml 8mm 21.5mm 
08 0.8ml 6mm 30.5mm 20 2.0ml 8mm 19.5mm 
09 0.9ml 6mm 26.5mm 21 2.1ml 8mm 17.5mm 
10 1.0ml 6mm 22.5mm 22 2.2ml 8mm 15.5mm 
11 1.1ml 6mm 18.5mm 23 2.3ml 8mm 13.5mm 
12 1.2ml 6mm 14.5mm 24 2.4ml 8mm 11.5mm 

25 2.5ml 8mm 9.5mm 

External Polish: <1 Micron Ra (fine machine finish) 

Note: 6mm diameter Tips are to be used with the Type 1 Sample Chamber (Part No: 675 1500A03) 
8mm diameter Tips are to be used with the Type 2 Sample Chamber (Part No: 675 1500A04) 
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