
The LiquiDip Duo is a versatile sampler for taking both cross sectional samples and point samples. 

675 8921H450 80ml No 450mm HDPE 20

675 8921H450S 80ml Yes 450mm HDPE 20

675 8921H1100 225ml No 1100mm HDPE 20

675 8921H1100S 225ml Yes 1100mm HDPE 20

Point Sampling - 
1. Close the top valve.
2. Push sampler into the liquid to the point required.
3. Open top valve and let liquid  ow in.
4. Close top valve and remove sampler

Cross Sectional Sampling - 
1. Ensure the top and bottom valves are open
2. Push sampler into the container until it reaches the bottom.
3. Push sampler against the container base to close the valve.
4. Close top valve with hand to ensure liquid is trapped inside
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LiquiDip Duo (Cross Sectional and Point Sampling)

Part No. Capacity           Pre-Sterized      Length Material          Per Box 

QUICK QUOTE LINK ONLINE PRICING LINK
QAQC LAB 589 Rappahannock Drive White Stone Va 22578 TEL (804) 318-3686 email: sales@qclabequipment.com

• Individually bagged
• FDA and EU 10/2011 conforming material
• Cleanroom assembly  and packing (ensures cleanliness)
• Available both sterile and non sterile
• Available from stock for fast delivery worldwide
• The LiquiDip Duo can be used as a transport container when both valves are closed

The new LiquiDip sampler is ideal for taking cross sectional or point samples of liquids. The valve on the 
base of the sampler automatically closes when it is pushed against the bottom of the container.

Disposable LiquiDip
The Self Closing Liquid Sampler

http://stores.qclabequipment.com/liquidips/
http://stores.qclabequipment.com/liquidips/
https://na1.documents.adobe.com/public/esignWidget?wid=CBFCIBAA3AAABLblqZhA6BV5EDzdpOJa7w_AFP0awUcygNW3h0EDLSuvX5P5gMMh6ade4NELl6AkY55wvLmo*
https://na1.documents.adobe.com/public/esignWidget?wid=CBFCIBAA3AAABLblqZhA6BV5EDzdpOJa7w_AFP0awUcygNW3h0EDLSuvX5P5gMMh6ade4NELl6AkY55wvLmo*
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